
Cordless Driver Drill
DS 18DE 18V
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Cordless Driver Drill
DS 18DE 18V

DS 18DE

155mm

Compact and Simple to Use

Compact Head 

20mm
Shorter Conventional Models

DS 18DBSL / DV 18DBSL

Drills Fast and Easy     
Using a φ18mm drill bit to drill through 76mm thick SPF with high speed (2) mode.

110%
100%

DS 18DE
 

Conventional Models

Reactive Force Control (RFC)

Drilling Speed (The speed of DS 18DBSL/DV 18DBSL is indexed as 100.)

When the tool bit is suddenly overburdened during operation, 
the built-in controller stops the motor output before the entire tool jerks.

10%
Faster*1

Approx.

Depending on the operating conditions, the Reactive Force Control function 

the workpiece is placed and supported properly, and that the main unit is 

Model DS 18DE

Capacity

Optional Accessories*

1 Battery  BSL1820,
Charger UC18YSL3

Driver Bit,
Hook, Battery Cover,

Carrying Case

No Load Speed

-

Max Torque*2

Impact Rate
Overall Head Length 155mm
Weight* 1.9kg with BSL1820

Brick
Mild Steel 13mm
Soft Wood 52mm
Wood Screw (D x L)  10 x 100mm
Machine Screw 6mm

Drill Chuck 1.5 - 13mm Keyless

High:
Low:

0 - 2,000/min
0 - 550/min

Hard:
Soft:

70Nm
40Nm

13mm

Battery Voltage 18V

Compact and 
Simple to Use

70Nm
Max Torque

*

HiKOKI POWER TOOLS INDIA PVT LTD
Plot no. 9A, 1st Phase, Peenya Industrial Area Bengaluru,

560058 | E: ho.mktg@hikoki-powertools.in
Website : www.hikoki-powertools.in

For more details call

1800 5725 726

Features 
• 155mm compact head
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